
 

 

IBC Tank Packages 

Basic 1,100 Liter IBC Tank 
– no equipment 

Part Number   1100IBC 

Dimensions 

A  B  C 

48”  40”  42” 

Part Number  Capacity  Pump  Hose Reel  Dispense Valve 

1100IBC‐3‐R30D  1,100 Liters  3:1 Ratio  30 ft.  Standard Digital 

1100IBC‐3‐R50D  1,100 Liters  3:1 Ratio  50 ft. 
Standard 
Mechanical 

1100IBC‐3‐R30E  1,100 Liters  3:1 Ratio  30 ft. 
Standard 
Mechanical 

1100IBC‐3‐R50E  1,100 Liters  3:1 Ratio  50 ft. 
Standard 
Mechanical 

Rectangular Tanks 

Part 
Number 

Capacity 
Dimensions 

A  B  C 

1100CT‐3  1,100 Liters  40”  30”  63” 

1900CT  1,900 Liters  60”  32”  63” 

2270CT  2,270 Liters  72”  32”  63” 

2500CT  2,500 Liters  72”  36”  63” 

Order equipment for the rectangular tanks separately –
see equipment page 

Rectangular Tank Packages 

Part Number  Pump Ratio  Hose Reel  Meter 

1100RT‐3‐R30D  3:1  ½” x 30 ft.  Standard Digital 

1100RT‐3‐R30H  3:1  ½” x 30 ft.  Pre‐set Digital 

1100RT‐3‐R50D  3:1  ½” x 50 ft.  Standard Digital 

1100RT‐3‐R50H  3:1  ½” x 50 ft.  Pre‐set Digital 

1100RT‐5‐R30D  5:1  ½” x 30 ft.  Standard Digital 

1100RT‐5‐R30H  5:1  ½” x 30 ft.  Pre‐set Digital 

1100RT‐5‐R50D  5:1  ½” x 50 ft.  Standard Digital 

1100RT‐5‐R50H  5:1  ½” x 50 ft.  Pre‐set Digital 

 C 

Model 1100IBC Tank 

IBC Tanks are an 

inexpensive poly tank 

with a light metal 

support frame.  The 

tank’s rectangular foot 

print allows use in 

confined spaces. 

Pump Options 

For those who don’t require a pump and hose reel package, manual pumps 

or air operated dispense spigot pumps are available for IBC tanks. 

Order the IBC tank and Manual or Dispense Spigot Pump separately.  

Part No. D‐S1
Manual lever 
type pump. 
Dispenses 4 
liters per 10 
strokes 

  C 

  A    B 

Part No. 26098‐
Air operated, 1:1 ration 
pump with dispense 
spigot. Comes with 60” air 
connect hose and coupler. 
Air line filter, regulator 
and guage. 
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